


Standalone Mode

Connect to your devices in either Standalone Mode or Network Mode:

Please note:

Network Mode

Settings HelpLinks Overview Edit

Edit

Edit/Monitor Device

CHANNEL 149

Set Transmission Power

TX PRO 100002

TX PRO 100002 0 dB

RX PRO 100002
-43dB

-3 0 +10

RX

TX

TX

TX Output level adjustment

Impact on RX reception level

Transmission Power Control

•  Mounting tips available in the XIRIUM PRO user guide.
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Where can the password for connecting
to a XIRIUM PRO device be found?
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Use the free app - a useful tool to monitor and edit your XIRIUM PRO setup!

Linking a RX to a TX

push

ON/OFF LINK push 1s
XROC push 4s  

1 TX

push

ON/OFF LINK push 1s
DELAY push 4s 

2 RX

push

ON/OFF LINK push 1s
XROC push 4s  

4 TX

push

ON/OFF LINK push 1s
XROC push 4s  

3 TX

push

ON/OFF LINK push 1s
DELAY push 4s

RX

Transmission power should be set to 
a level suitable to the application.
Avoid RF distortion caused by using
more output power than needed.

Level the transmission power to reach
a RSSI level within the green range

According to FCC regulations, angled position -
ing of RF devices is only permitted when using 
the upper channels (149-165; indoor and 
outdoor) or the lower channels (40-48; 
indoor)! For outdoor use with channels 40-48, 
antennas must be in the vertical position.

�» ... For shorter distances, consider activating the  
       RX RF attenuator in the app. Please refer to 
       the user manual.


